
 
 
 
 

 

General 
 
Total Weight  
Total Length 
Total Width 
Total Height 

 
 
3,500 kg 
2800 mm 
1300 mm 
max. 5200mm 

Carr ier 
 
Crawler undercarriage with steel reinforced rubber tracks 
Speed 

 
 
1300 mm width 
2.0 km/hour 

Drive/ Pow er Supply 
 
4-cylinder diesel engine (fitted with Chalwyn valve and spark 
arrestor) 
Air-cooled silenced 

 
 
47.0 kW  
at 2,300 r.p.m. 

Mast  
  
Max. hook load 
Travel/Working height 
Max. hydraulic pull up 
Max. hydraulic pull down 

 
 
1,000 daN (kg) 
2,300 mm 
3,000 daN (kg) 
1,400 daN (kg) 

Masthead – f ixed w it h Cable Tool Percussion Device and 
Hydraulic Winch 
 
Max. drill tool weight 
Max. number of strokes/min 
Stroke height 
Max. line pull, first layer 
Line speed 
Max. cable length 
Cable diameter 

 
 
 
200 daN (kg) 
45 / min 
400 mm 
1,000 daN (kg) 
0.5 m/s 
50 m 
8 mm 

Pow er Sw ivel w it h Hollow  spindle (Rotary Dril l  Head)   
 
Max. torque 
Speed 
Connection 

 
 
600 / 300 daNm (mkp) 
0-60 / 0-120 r.p.m 
hexagon-pin, size 50mm 

Rotary Casing Device 
 
Md: max 
Effective stroke 
Weight 
Provided with hydraulic motor, 2 hydraulic feed cylinders, 
hydraulic casing chuck and hydraulic catching clamp 
Max. passage  
Casing diameters 

 
 
1,200 daNm 
270 mm 
670 kg 
 
 
253 mm 
178 / 219mm 

Hydraulically Dr iven Moyno Pump 
 
Capacity 
Pressure 

 
 
450 litres/min 
max. 12 bar 

Hydraulic Hammer ( Krupp HM60)   Mounted in 
Mechanically Hingeable Console 
 
Energy 
Strokes 
Pressure 

 
 
 
200 joules 
1,500 / min 
120 bar 
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�

Hollow/Solid Stem Auger Drilling 
 

�

Cased Auger Drilling (up to 219mm OD) 
 

�

Cable Percussion Drilling  
     (Shell & Auger) 
 

�

Rotary Drilling (Water/Air flush) 
 

�

Hydraulic Hammer  (Window Sampling) 
 

�

Installation of gas/groundwater    
     monitoring wells (up to 160mm OD) 
 

�

 SPTs & U100 sampling 
 


